
SMOOTHER - LIGHTER - THINNER- FASTER

• The number one skinning tool worldwide for 
cattle, veal, hogs and sheep.

• Highest possible hide quality - skins
perfectly; no cuts, marks or holes.

• High capacity, high performance tool,
designed for long life and low 
maintenance.

• Super efficient motor design - only 
12 ft 

3 
/ min at 45 psi (0.34 m

3
/ min

at 3.1 bar).

• Extra-thin head with stainless steel
center plate for exceptional handling and
enduring strength.

• Lightweight - only 2.9 lbs (1.3 kg).

The Jarvis Model JC IIIA -
pneumatically powered dehider.

DEHIDER

Model JC IIIA

U.S. Patent No. 

5,122,092

European Patent No.

0438982



Model JC IIIA
45 psi / 3.1 bar with  ∅ 3.9 in / 100 mm blades 4034035
45 psi / 3.1 bar with  ∅ 4.3 in / 110 mm blades 4034036
90 psi / 6.2 bar with  ∅ 3.9 in / 100 mm blades 4034037
90 psi / 6.2 bar with  ∅ 4.3 in / 110 mm blades 4034038

90 psi / 6.2 bar with  ∅ 4.3 in / 110 mm RT blades 4034041
90 psi / 6.2 bar with  ∅ 3.9 in / 100 mm RT blades 4034042
45 psi / 3.1 bar with  ∅ 4.3 in / 110 mm  RT blades 4034049
45 psi / 3.1 bar with  ∅ 3.9 in / 100 mm RT blades 4034050

Air Hose length 16 ft / 5m 1059002

Air Filter / Regulator / Lubricator 3022003

Suspension Bracket 1042028

Blades (1 Pair) ∅ 3.9 in / 100 mm blades 3023004
∅ 4.3 in / 110 mm blades 3023011

∅ 3.9 in / 100 mm blades, round teeth 3023062
∅ 4.3 in / 110 mm blades, round teeth 3023063

Air Mist Oil
1 pt / 0.5 L 1062010
1 gal / 4 L 1062011

5 gal / 20 L 1062012

Grease
1 lb / 0.5 kg 1062003

35 lbs / 16 kg 1062005

Vibration Tachometer 8012004

Tool Kit 8039085

Specifications

Products for the meat and poultry industry

Drive Pneumatic

Model JC IIIA

DEHIDER

Model JC IIIA

Jarvis Products Corporation  ·  33 Anderson Road  ·  Middletown, CT 06457-4926  ·  United States of America

Telephone (860) 347-7271  ·  Fax (860) 347-9905  ·  jarvis.products.corp@snet.net  ·  www.jarvisproducts.com

Motor Power 0.55 hp 410 W
Operating Pressures 45 psi 3.1 bar

90 psi 6.2 bar

Air Consumption 12 ft
3

/ min 0.34 m
3

/ min
Blade Speed (in oscillations) 6500 - 7000 / min
Control Handle Single Trigger Pneumatic
Blade Diameters

3.9 in 100 mm
4.3 in 110 mm

Overall Length 13 in 330 mm
Weight 2.9 lbs 1.3 kg

Equipment Selection and Accessories Order Number


